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Note 
The manufacturer reserves the right to make modifications at any time and without previous 
information of the here described product. 
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1 General Description 

The Obstacle Light is an optional safety accessory for the RT-1000 antenna mast. There exist 
two orderable variations: Single Obstacle Light and Double Obstacle Light. Both variations 
are intended for mounting on the top of the RT-1000 antenna mast. 

2 Single Obstacle Light 

2.1 Description 

Single Obstacle Light is a single-light-construction, which contains a light bulb in its housing 
and a corresponding mounting frame.  
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2.3 Technical Characteristics 

For the Technical Characteristics please see the manufacturer’s datasheet below. 
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3 Double Obstacle Light 

3.1 Description 

The Double Obstacle Light is a construction with two lights, which have an identical structure 
as the Single Obstacle Light. While the first lamp is in operation (operation lamp), the second 
lamp is in standby (standby lamp). In case of the failure of the operation lamp, the standby 
lamp will be automatically switched on.  
Furthermore the construction includes the IP 64 connection box and the corresponding 
mounting frame. 
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If the operation lamp is broken, you can check the occurred switchover to the standby lamp 
via voltage-free contact.  
Please connect the power supply lines according the connection diagram below.  
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3.3 Technical Characteristics 

For the technical characteristics please see the manufacturer’s datasheet below. 

 


